
Checklist Minimum Quantity Lubrication 
ThermoGrip® Chucks

1-channel MQL

2-channel MQL

Machine interface: HSK
( others on request )

Tool shank diameter

Gauge-length 

Holes for balancing screws

Interface Tool  length adjustment screw

Taper 90° ( DIN69090 )

Flat

Special

Required for 2-channel MQL

Diameter exit hole

Number of MQL holes

Data carrier 

If “Yes”, Type:

With colour code ( Green )

mm

mm

mm

Yes

No

Yes

No

Yes

No

Company

Name, first name

Street, house number  

Post code, Town 

E-mail  

To: Mr. Ulrich Zierer, e-mail: uzierer@bilz.de

Your Address:

A-40

A-50

A-63

A-80

A-100

AC-40

AC-50

AC-63

AC-80

AC-100


	Check Box344: Off
	Check Box344455: Off
	Check Box333: Off
	Check Box 4: Off
	Check Box  5: Off
	Check Box 6: Off
	Check Box 7: Off
	Check Box 8: Off
	Check Box 9: Off
	Check Box10: Off
	Check Box11: Off
	Check Box12: Off
	Schaftdurchmesser WZ: 
	amaß: 
	Check Box13: Off
	Check Box14: Off
	Check Box20: Off
	Check Box21: Off
	undefined_5: 
	Check Box1: Off
	Firma: 
	Name Vorname: 
	Straße Hausnummer: 
	dr7: 
	PLZ Ort: 
	am: 
	Check Box16: Off
	Check Box17: Off
	undefined_8: 
	Check Box18: Off
	Check Box19: Off


